NETWORK (OPTION)

Since M5632 support multi-functions by different driver, user can switch Virtual-Network to
Super-Link via driver exchanging.

Steps By Steps to Install M5632 Virtual-Network [For Win98SE/ME/2K/XP]
ALi M5632 Super-Link provides 2 kinds of installation methods for users :

(a) Setup installation.
(i) From M5632 Virtual-Network installation package, there is a “setup.exe” for

installing. Please click it then into setup procedures.
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(iii ) There are 2 selection for installing > please select “USB Virtual-Network Adapter” »
then click “Next”
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(iv) Please select the target folder you want to install in or follow default setting, then
click “Next”

C-\Program Files\yirtualM etwork. change directary

e
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(v) In Windows XP system, there will be a software verification requesting windows
pop out,
just click “Continue Anyway”, then continue to install. In Windows 98SE/ME/2K
won'’t
have this requesting windows.

Welcome to install 1 The software you are installing for this hardwsars:
SB Virtual Network Adapter | —-= )
LISB Virtual Metwork Adapter

haz not pazsed Windows Logo testing to verify itz compatibility

with Windaws XP. [Tell me why this testing is impartant.]

Continuing your i ion of this sofl may impair
or destabilize the comect operation of your system
either immediately or in the future. Microsoft strongly
recommends that you stop this installation now and
contact the hardware vendor for software that has
passed Windows Logo testing.

—

..... Please wait

Continue Anyway ] L}STDF’InslaHatinn J




(vi)Just a few seconds, the completed install windows will pop out, just click “Finish” to
complete whole setup procedures.

(vii )Users can plug M5632 Virtual-Network into Host PC, then following figure is found.

Since the necessary components were installed into system, users can just click
“Next” to let windows auto-search the driver components.

Welcome to the Found New
Hardware Wizard

Thiz wizard helps you install software for:

USE Virtual Metwork Adapter

If your hardware came with an installation CD
32 or floppy disk, insert it now.

() Install the software automatically (Recommended
ist-erepesifieecatiom{Advanced)

Click Mest to continue.

delreg




(viii ) Also, in Windows XP system, there will be a software verification requesting
windows
pop out, just click “Continue Anyway”, then continue to install. In Windows
98SE/ME/2K
won'’t have this requesting windows.

Found New Wizard.

[ v g Hardware Installation

The software pou are instaling for this hardware:

USE Virtual Netwark Adapter

has not passed Windows Logo testing to werify itz compatibility

with Yindaws %P, (Tel me why thiz testing iz impartant.]

Continuing your i llation of this soft may impair
or destabilize the comect operation of your system
either immediately or in the future. Microzoft strongly
recommends that you stop this installation now and
contact the hardware vendor tor software that has
passed Windows Logo testing.
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(x) Just a few seconds, the installation is completed, then press “Finish” to completed
whole

install procedures.

-

Completing the Found New
Hardware Wizard

The wizard has finished installing the software for:

USE Wirtual Metwork Adapter

Click Finish ta close the wizard,

delreg



(xi) To check M5632 Super-Link whether install succeed, please go to the device
manager to find the “USB Super Link Adapter” > and the installation is successful.
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(b) Normal add/remove hardware installation.
(i) Plug M5632 Virtual-Network cable into host first. When the “Found New
Hardware Wizard” opens, please select the “Install from a list or specific location
(Advanced ) ”,then click “Next”.
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(ii) Selgct the correct source file location and click “Next”.
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(iii) Also, in Windows XP system, there will be a software verification requesting
windows pop out, just click “Continue Anyway”, then continue to install. In Windows
98SE/ME/2K won't have this requesting windows.

v Found New Hardware W
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tact the hard vendor for sofl that has
passed Windows Logo testing.

Continue Anyway ] DSTDPInsta\Iation ]




(iv) Jus} a few seconds, the driver is installed completed, and click “Finish”.
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Completing the Found New
Hardware Wizard

The wizard has finished instaling the software for:

USE Wirtual Network Adapter

Click Finish to close the wizard.

Cancel

delreg

(v) To check M5632 Super-Link whether install succeed, please go to the device
manager to find the “USB Virtual-Network Adapter”.
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M5632 Virtual-Network software application setting

Steps by Steps to enable Internet Connection Sharing on a network connection:

1. Bridge-computers are for Windows XP (157 PC)
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B Control Panel

(1)

File  Edit

@Back - 'L)

Help

l.} pSearch H__" Folders v

Wiews  Favorites  Tools

Address E} Contral Panel
- —
= Accessibility  Add Hardware Add or Adrninistrative Date and Time
ﬂd' Control Panel = Options Remaov,.. Tools
E} Switch bo Category Yiew % 1_’,{_1/ —ﬁ ‘.@ ?
Display Falder Optians Fants Game Internet
See Also k Contraollers Cptions
e
& 'Windows Update @ :—) B - g Eé
@) (el ] =g Kevboard Mouse Phone and  Power Options
Modem ..,
= @ A (-
[ I )
Printers and Regional and  Scanners and  Scheduled  Sound Effect
Faxes Language ... Cameras Tasks Manager
9D ¥ ¥ &4 =
Saunds and Speech Syskem Taskbar and  User Accounts
Audio Devices Start Menu

CEX

-

v|G0
~

(2) Open Network Connections (Click Start, click Control Panel, click Network
and Internet Connections, and then click Network Connections). Under LAN or
High-Speed Internet select each of the private network connections that you want
to be part of the bridge. Right-click one of the highlighted private network

connections, and then click Bridge Connections.
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Note: General setting for 3 or_more local connections of computers for sharing

Internet service.

a) User must be logged on as an administrator or a member of the Administrators group in
order to complete this procedure.

b) User must select at least two eligible network connections in order for Bridge
Connections to create a bridge.

c) Only Ethernet, IEEE-1394 adapters, M5632, or Ethernet compatible adapters such as
Wireless and home phone-line adapters (HPNA), can be part of the network bridge.

d) If you remove adapters from the network-bridge, and less than two adapters remain,
Network Bridge will not perform its intended function, but it will continue to use system

resources.
e) Network bridges with M5632 connection support traffic using Internet Protocol version 4
(IPv4) only.
Network Bridge is not available on Windows XP 64-Bit Edition.

2. Bridge-computers are for Windows 2K/ME/98SE(1°T PC)
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2. Open Bridge

My Docurnents

x
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3. Waiting 1 to 3 minutes, the installation is successful.

Troubleshooting

1. System busy for 20 seconds after plug in cable in Windows 98
ANS: At the moment, the symptom may occur depending on your system. Please wait few
seconds before your system back to operation.

2. USB network doesn’t work in Windows 98
ANS: Go to Property of the USB cable, click on Advance tab then choose Device Mode and
set it to “Compatible Mode”, then Frame size mode and set it to “Standard mode”,

3. System can not shut down properly in windows 98
ANS: Please close Bridge Switch in Windows 98 when you turn off pc



4. Can not connect to internet in Windows XP

ANS: Possible conflict with the other IP Address, please manual setup, please see
below :

IP address setting is same as Peer-to-peer Internet resource sharing. User have to
manual fill into correctly value of bridge connection :

IP address : 192.168.0.x

Subnet mask : 255.255.255.x
Default gateway : 192.168.0.1
Preferred DNS server : 192.168.0.1

IR Internet Protocol (TCP/IP) Properties
@ B Gieneral |
Address You can get [P zettings azzigned automatically if wour netwark, supports v_ zd =
4 thiz capability. Othenwize, you need to ask your network, administrator for —
Net the appropriate [P seftings.
EJ {7 Obtain an IP addiess automatically
ﬁ () Uze the fallowing |P address;
& IP address: | 192 168 . 0 . 30 |
i Subret mask: | 255255 . 255, 0 |
;\ﬁ Diefault gateway: [192.168. 0 . 1 |
L Obtain DMS server addiess automahcally
:fJ (#) Use the fallowing DHS server addiesses:
Prefermed DNS server [192.168. 0 . 1 |
Alternate DNS zerver: | . . . | —

:’ ".' start & 3 ‘Windows Explorer - 3 Welcome ko M3M,cam...

Setup first computer which is connected to internet service to share resource to bridge
computers or other local computer.

Actually, the setup method is same as peer-to-peer internet service sharing.

Setup other local computers that wonder sharing the internet resource via bridge
computers.

The setup method is same as peer-to-peer internet service sharing.

2" computer share in internet IP address setting is same 1% computer
IP address : 192.168.0.x

Subnet mask : 255.255.255.x
Default gateway : 192.168.0.1
Preferred DNS server : 192.168.0.1



Note - General Internet setting for Peer-to-peer internet connection sharing

a) User must be logged on as an administrator or a member of the Administrators group in
order to complete this procedure.

b) Under Internet Connection Sharing, in Home networking connection, select any
adapter that connects the computer sharing its Internet connection to the other
computers on user’s network.

c) When user runs the Network Setup Wizard and enables Internet Connection
Sharing, certain protocols, services, interfaces, and routes are configured automatically.
The following describes these configured items.

Configured item Action

IP address 192.1658.0.1 Configured with a subnet rmask of 255.255.255.0 on the LAN adapter that is connected to the
horne or srmall office networls,

Autodial feature Enabled.

Static default IP route Created when the dial-up connection is established,

Internet Connection Started.

Sharing service

DHCP allacatar Enahled with the default range of 192.168.0.1 and a subnet mask of 255.255.255.0. Unique

addresses in the range 192.168.0.2 to 192.165.0,254 are allocated to private netwark clients,
DMS proxy Enabled.

If users are enabling Internet Connection Sharing on a LAN connection, TCP/IP for the
LAN interface that is connected to the Internet must be configured with a default gateway.
The TCP/IP addressing for this interface may be a static address or dynamic addressing
using DHCP.

For example :
Flaform -
Public networlk
2000 IP address  192.168.0.2~254 192.168.0.1
«p Submetmask 2552552550 2552552550

Gateway 192.168.0.1

d) To enable Internet Connection Sharing (ICS) Discovery and Control on Windows 98,
Windows 98 SE, and Windows Millennium Edition computers, run the Network Setup
Wizard from the CD or floppy disk on these computers.

e) For ICS Discovery and Control to work on Windows 98, Windows 98 Second Edition,
and Windows Millennium Edition computers, Internet Explorer version 5.0 or later must
be installed.

f) Internet Connection Sharing is not available on Windows XP 64-Bit Edition.



ANNEX-A @ _Allowing Internet Gaming on Your Network

To run Internet games between computers through ALi USB Host-networking device
module (M5632) and computers on the Internet, you must ensure that the Internet game
traffic is forwarded by the network that are between your M5632 module and the Internet. If
the network between your M5632 module and the Internet is a computer running Windows
XP and Internet Connection Sharing, you must configure Internet Connection Sharing
settings to pass the game traffic.

If the network device is a firewall or security gateway, it must be configured to pass the
game traffic between your M5632 module and the Internet. In this case, contact your
network administrator who will identify the specific type of traffic used by the Internet game
and configure the firewall to forward the traffic.

If this configuration is not done, Internet game clients on your network will be unable to
connect to Internet game servers on the Internet and Internet game clients on the Internet
is unable to connect to Internet game servers on your network.

For example:
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